
HUBER+SUHNER   Fiber Optic Cables

Properties
High tensile strength

High chemical resistance against acids and alkalies

Easy stripping

Applications

Machine cabling, drag chains

Design

aramide yarn

Jacket material  TPU

black

 

Ordering information

Please see page 
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HUBER+SUHNER   Fiber Optic Cables

Specification

2 8 12

Jacket Ø mm 6.8 8.0

Tube Ø mm 0.9 0.9 0.9 0.9

kg/km 26

Mechanical properties

Tensile strength N

in service N 2000 2000 2000 2000

Min. bend radius mm 90 90 90 120

in service mm 80

E9 N/dm 21 000
19 000

21 000
19 000

21 000
19 000

10 000
10 000

E9 N/dm 6000
8000

6000
8000

6000
2000

2000
2000

Repeated bending cycles 20 000 20 000 20 000
20 000

Flexing r=100 mm, weight = 1 kg
r=120 mm, weight = 2 kg

cycles 100 000 100 000
100 000

100 000

Impact resistance Wp = 2.21 J impacts 300 300 300 300

length= 100 m/r=80 mm

cycles

± 360°, l = 1000 mm
cycles 1000 1000 1000

1000

Thermal properties

Temperature range

in service 

Combustion properties

MJ/m 0.7

p = passed
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